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organic concentrations at least 10 per-
cent by weight. 

(c) Delay of repair for valves will be 
allowed if: 

(1) The owner or operator determines 
that emissions of purged material re-
sulting from immediate repair are 
greater than the emissions likely to re-
sult from delay of repair. 

(2) When repair procedures are ef-
fected, the purged material is collected 
and destroyed or recovered in a control 
device complying with § 265.1060. 

(d) Delay of repair for pumps will be 
allowed if: 

(1) Repair requires the use of a dual 
mechanical seal system that includes a 
barrier fluid system. 

(2) Repair is completed as soon as 
practicable, but not later than 6 
months after the leak was detected. 

(e) Delay of repair beyond a haz-
ardous waste management unit shut-
down will be allowed for a valve if 
valve assembly replacement is nec-
essary during the hazardous waste 
management unit shutdown, valve as-
sembly supplies have been depleted, 
and valve assembly supplies had been 
sufficiently stocked before the supplies 
were depleted. Delay of repair beyond 
the next hazardous waste management 
unit shutdown will not be allowed un-
less the next hazardous waste manage-
ment unit shutdown occurs sooner than 
6 months after the first hazardous 
waste management unit shutdown. 

§ 265.1060 Standards: Closed-vent sys-
tems and control devices. 

(a) Owners and operators of closed- 
vent systems and control devices sub-
ject to this subpart shall comply with 
the provisions of § 265.1033 of this part. 

(b)(1) The owner or operator of an ex-
isting facility who can not install a 
closed-vent system and control device 
to comply with the provisions of this 
subpart on the effective date that the 
facility becomes subject to the provi-
sions of this subpart must prepare an 
implementation schedule that includes 
dates by which the closed-vent system 
and control device will be installed and 
in operation. The controls must be in-
stalled as soon as possible, but the im-
plementation schedule may allow up to 
30 months after the effective date that 

the facility becomes subject to this 
subpart for installation and startup. 

(2) Any units that begin operation 
after December 21, 1990, and are subject 
to the provisions of this subpart when 
operation begins, must comply with 
the rules immediately (i.e., must have 
control devices installed and operating 
on startup of the affected unit); the 30- 
month implementation schedule does 
not apply. 

(3) The owner or operator of any fa-
cility in existence on the effective date 
of a statutory or EPA regulatory 
amendment that renders the facility 
subject to this subpart shall comply 
with all requirements of this subpart 
as soon as practicable but no later than 
30 months after the amendment’s effec-
tive date. When control equipment re-
quired by this subpart can not be in-
stalled and begin operation by the ef-
fective date of the amendment, the fa-
cility owner or operator shall prepare 
an implementation schedule that in-
cludes the following information: Spe-
cific calendar dates for award of con-
tracts or issuance of purchase orders 
for the control equipment, initiation of 
on-site installation of the control 
equipment, completion of the control 
equipment installation, and perform-
ance of any testing to demonstrate 
that the installed equipment meets the 
applicable standards of this subpart. 
The owner or operator shall enter the 
implementation schedule in the oper-
ating record or in a permanent, readily 
available file located at the facility. 

(4) Owners and operators of facilities 
and units that become newly subject to 
the requirements of this subpart after 
December 8, 1997 due to an action other 
than those described in paragraph (b)(3) 
of this section must comply with all 
applicable requirements immediately 
(i.e., must have control devices in-
stalled and operating on the date the 
facility or unit becomes subject to this 
subpart; the 30-month implementation 
schedule does not apply). 
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§ 265.1061 Alternative standards for 
valves in gas/vapor service or in 
light liquid service: percentage of 
valves allowed to leak. 

(a) An owner or operator subject to 
the requirements of § 265.1057 may elect 
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